




IDENTIFY  TRACK  HEADER  AND  
CENTERLINE!

Identify track header material (wood, concrete, 
etc.).  This determines the correct header 
fasteners to use, found in your local hardware 
store, or available for doors up to 1 ¾”max 
thickness. 

 
To locate the vertical centerline of the track, use 

this formula:  
o 1 ½”+ panel height + bottom floor spacing (based on 

optional floor guide) = centerline of track from floor  



Track  Centerline  Location  From  Floor  Example!

1.5” 
72.75” 

+  0.25" 
74.5” From Floor to 

Track Center 



LAY  OUT  THE  WALL!
Using the track centerline number found in the previous step, 

measure from the floor up to mark the height. 

Measure horizontally from the door jamb to get the position for the 
1st hole. 

Level across from the 1st hole to locate the end hole. 

Make sure the marks for the end holes are level across and 
centered to cover the opening with the panel once complete. 

Most often the track is center over opening side door jamb. 



DRILL  THE  END  HOLES!

Drill into your header or wall stud for the two 
end holes previously located. 



HANG  THE  TRACK!
Place the track spacer (with the flange side against the wall) 

between the track and the wall. 

Insert the lag bolt with the door stop on the outside of 
the track.  



DRILL  THE  REMAINING  TRACK  
HOLES!

With the two ends of the track fastened down with door 
stops installed, drill the remaining holes using the 
spacer as a guide. 

Insert and fasten down the lag bolts. 



TRACK  SPLICE  PLATE!

If two pieces of track are 
being fastened together for 
a double wide opening, 
install the splice plate on 
the front side of the track, 
between the two pieces to 
join them together.  

Splice Plate 





LAY  OUT  DOOR  HANGERS!

Locate the position of the door hangers according 
to desired spacing. 

Refer to the drawing on the following page. 





DRILL  DOOR!

Once the location of the hangers is found and marked, 
drill the holes for the hanger. 



ATTACH  HANGERS  TO  DOOR!

Place hanger on the door, insert the carriage bolt from 
the back side, and fasten down with the flat washers 
and acorn nuts.  



HANG  THE  DOOR!
Once the hardware is fastened down, place the door 

on the track. 

Make sure the door is in position for the floor guide to 
run through the channel, or around the door, 
depending on style of guide. 




